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§63.11460

products for commercial sale, except in
a de minimis manner.

§63.11460 Who implements and en-
forces this subpart?

(a) This subpart can be implemented
and enforced by the U.S. EPA, or a del-
egated authority such as your State,
local, or tribal agency. If the U.S. EPA
Administrator has delegated authority
to your State, local, or tribal agency,
then that agency has the authority to
implement and enforce this subpart.
You should contact your U.S. EPA Re-
gional Office to find out if this subpart
is delegated to your State, local, or
tribal agency.

(b) In delegating implementation and
enforcement authority of this subpart
to a State, local, or tribal agency
under 40 CFR part 63, subpart E, the

40 CFR Ch. | (7-1-11 Edition)

authorities contained in paragraphs
(b)(1) through (4) of this section are re-
tained by the Administrator of the U.S.
EPA and are not transferred to the
State, local, or tribal agency.

(1) Approval of alternatives to the ap-
plicability requirements in §§63.11448
and 63.11449, the compliance date re-
quirements in §63.11450, and the emis-
sion limits specified in §63.11451.

(2) Approval of a major change to
test methods under §63.7(e)(2)(ii) and (f)
and as defined in §63.90.

(3) Approval of major alternatives to
monitoring under §63.8(f) and as de-
fined in §63.90.

(4) Approval of major alternatives to
recordkeeping under §63.10(f) and as de-
fined in §63.90.

§63.11461 [Reserved]

TABLE 1 TO SUBPART SSSSSS OF PART 63—EMISSION LIMITS

As required in §63.11451, you must comply with each emission limit that applies to you ac-

cording to the following table:

For each. . .

You must meet one of the following emission limits. . .

1. New or existing glass melting furnace that produces glass at
an annual rate of at least 45 Mg/yr (50 tpy) AND is charged
with compounds of arsenic, cadmium, chromium, man-
ganese, lead, or nickel as raw materials.

a. The 3-hour block average production-based PM mass emis-
sion rate must not exceed 0.1 gram per kilogram (g/kg) (0.2
pound per ton (Ib/ton)) of glass produced; OR

b. The 3-hour block average production-based metal HAP
mass emission rate must not exceed 0.01 g/kg (0.02 Ib/ton)
of glass produced.

TABLE 2 TO SUBPART SSSSSS OF PART 63—APPLICABILITY OF GENERAL PROVISIONS
TO SUBPART SSSSSS

As stated in §63.11458, you must comply with the requirements of the NESHAP General Pro-
visions (40 CFR part 63, subpart A), as shown in the following table:

Citation

Subject

§63.1(a), (b), (€)(1), (c)(2), (C)(5), () wrerrrrrrrrrrrrrerriricrrieieiiiins
§63.2 .

............. Applicability.

Definitions.

§63.3 .

Units and Abbreviations.

§63.4 .

Prohibited Activities.

§63.5 .

........ Construction/Reconstruction.

§63.6(2), (b)(1)-(0)(5), (B)(7), (©)(1). (©@). (©)B), (©)(1), (M (@) (). G) . | Compliance with Standards and Maintenance Re-

§63.7 .

quirements.
........ Performance Testing Requirements.

§63.8(a)(1), ()2, (b), ©I—O)@), EDD®), @), (©)8), (d), | Monitoring Requirements.

(

(e)(1), (e)(4), ().

§63.9(a), (b)(1)(i)-(b)(2)(v), (b)(5), (c), (d), (h)-()
§63.10(a), (b)(1), (6)(2)()=(0)@)(Xii) +.revrvvrrrerrererree

)
§63.10(6)(2)(xiv), (©), () weoorrer

Notification Requirements.
Recordkeeping and Reporting Requirements.
........ Documentation for Initial Notification and Notification

§63.12

of Compliance Status.
State Authority and Delegations.

§63.13

Addresses.

§63.14

Incorporations by Reference.

§63.15

Availability of Information.

§63.16

........ Performance Track Provisions.
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